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Magnetic Lifting

FX-LT magnet trusses adapted to the needs of metal fabricators, laser and lame cutters. Two FX-V Lifting magnets and 

a slight distance truss with 2-strain chain allows the loading and unloading of machines with sheets, or the horizontal 

Pick up of workpieces with center cutout. With a few simple steps the magnets can be removed from the crossbar to lift 

blanks and small plates with only one magnet.

Delivery includes: 

• 2 Lifting magnets 

• 2-strain chain with hooks and eyelets

• Distance truss with suspension elements

FX-LT Permanent Magnetic Truss

 

Model Item-Nr. incl. 2x FX Max. Load

(kg)

capacity 

from (mm)

Max. Workpiece

Dimensions (mm)

Dimensions (mm) Weight

(kg)L H

FX-LT600 1104 0600 FX-P330 600 10 4000 x 1500 1600 270 44

FX-LT700 1104 0700 FX-V400 700 15 5000 x 1500 1600 270 44

FX-LT1000 1104 1000 FX-600 1000 20 5000 x 1500 1600 291 58

FX-LT1400 1104 1400 FX-V800 1400 20 5000 x 2000 1600 360 86

FX-LT3200 1104 3200 FX-2000 3200 50 5000 x 2500 2000 480 305

FX-LT4800 1104 4800 FX-3000 4800 50 5000 x 2500 2000 600 410

Quick detachable for single use
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Magnetisches HebenMagnetic Lifting

FX-LT Permanent Magnetic Truss

 

FX-LT700

Material thick-

ness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 4 3000 1500 180

>= 6 3500 1500 260

>= 8 4000 1500 490

>= 10 4500 1500 610

>= 15 5000 1500 700

FX-LT1000

Material thick-

ness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 4 3000 1500 180

>= 6 3000 1500 250

>= 8 4000 1500 300

>= 10 4500 1500 500

>= 15 4500 1500 820

>= 20 5000 1500 1000

FX-LT1400

Material 

thickness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 4 3000 1500 180

>= 6 3000 2000 350

>= 8 4000 2000 700

>= 10 4500 2000 800

>= 15 5000 2000 1130

>= 20 5000 2000 1400

FX-LT3200

Material 

thickness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 15 4000 2000 800

>= 20 5000 2000 1600

>= 25 5000 2000 1920

>= 40 5000 2500 2560

>= 50 5000 2500 3200

FX-LT4800

Material 

thickness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 15 5000 2000 1200

>= 20 5000 2000 2400

>= 25 5000 2500 2880

>= 40 5000 2500 3840

>= 50 5000 2500 4800

FX-LT600

Material thick-

ness 

(mm)

Max. Dimensions (mm)

L (max)             B (max)

Max. Load  

(kg)

>= 3 2000 1000 120

>= 4 3000 1500 160

>= 6 3500 1500 250

>= 8 4000 1500 480

>= 10 4000 1500 600


